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SECTION 1: Identification of the substance/mixture and of the company/ undertaking

11  Product identifier

Wencon Bio Cleaner (WENCON BIOCLEANER)
PR-number (Danish): 4033150

1.2 Relevant identified uses of the substance or mixture and uses advised against
Cleaning liquid
Relevant identified uses
In compliance with the conditions described in the annex to this safety data sheet. See section 16 for a
comprehensive list of uses, for which an exposure scenarion is provided as an annex.
Sectors of use [SUI
Professional uses: Public domain {(administration, education, entertainment, services, craftsmen)
Process categories [PROC]
PROC 10 - Roller application or brushing
PROC 19 - Manual activities involving hand contact
PROC 21 - Low energy manipulation of substances bound in materials and/or articles
PROC 24 - High (mechanical) energy work-up of substances bound in/on materials and/or articles
Environmental release categories [ERC]
ERC 8c - Widespread use leading to inclusion into/onto article {indoor)
ERC 8f - Widespread use leading to inclusion into/onto article (outdoor)
ERC 10a - Widespread use of articles with low release (outdoor)
ERC 11a - Widespread use of articles with low release (indoor)
Article categories [AC]
AC 4 - Stone, plaster, cement, glass and ceramic articles
AC 11 - Wood articles
Uses advised against
Do not use for private purposes (household).
Remark
The product is intended for professional use.

1.3 Details of the supplier of the safety data sheet

Supplier (manufacturer) : Wencon ApS

Street : Jyllandsvej 15

Postal code/city : DK-5400 BOGENSE
Telephone : +45 6481 1010
Information contact : wencon@wencon.com

1.4 Emergency telephone number
+44 870 600 62 66 (UK National Poisons Emergency Number)

European emergency number: 112. Danmark: {(Giftlinjen +45 82 12 12 12), only for the purpose of informing medical
personnel in cases of acute intoxications.

SECTION 2: Hazards identification

21 Classification of the substance or mixture
Classification according to Regulation (EC) No 1272/2008 [CLP]

Eye Dam. 1 ; H318 - Serious eye damage/eye irritation : Category 1 ; Causes serious eye damage.
Skin Irrit. 2 ; H315 - Skin corrosion/irritation : Category 2 ; Causes skin irritation.

22 Label elements
Labelling according to Regulation (EC) No. 1272/2008 [CLP]

Hazard pictograms
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Corrosion (GHS05)
Signal word
Danger
Hazard components for labelling
DISODIUM METASILICATE ; CAS No. : 10213-79-3
PROPYLHEPTYL ETHER ; CAS No. : 160875-66-1
ALCOHOLS, ETOHXYLATED ; CAS No. : 68439-46-3
Hazard statements

H318 Causes serious eye damage.
H315 Causes skin irritation.
Precautionary statements

pP264 Wash hands thoroughly after handling.

p280 Wear protective gloves/protective clothing/eye protection/face protection.

P310 Immediately call a POISON CENTER.

P305+P351+P338 IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if
present and easy to do. Continue rinsing.

P302+P352 IF ON SKIN: Wash with plenty of water/....

P362+P364 Take off contaminated clothing and wash it before reuse.

23 Other hazards
None

SECTION 3: Composition/information on ingredients

32 Mixtures
Hazardous ingredients
PROPYLHEPTYL ETHER ; CAS No. : 160875-66-1

Weight fraction : >25-<10%
Classification 1272/2008 [CLP] : Eye Dam. 1 ; H318 Acute Tox. 4 ; H302
ALCOHOLS, ETOHXYLATED ; CAS No. : 68439-46-3
Weight fraction : >25-<10%
Classification 1272/2008 [CLP] : Eye Dam. 1 ; H318
DISODIUM METASILICATE ; REACH No. : 01-2119449811 ; EC No. : 229-912-9; CAS No. : 10213-79-3
Weight fraction : >25-<10%
Classification 1272/2008 [CLP] : Met. Corr. 1 ; H290 Skin Corr. 1B ; H314 STOT SE 3 ; H335

Additional information
Full text of H- and EUH-phrases: see section 16.

SECTION 4: First aid measures

41 Description of first aid measures
General information

When in doubt or if symptoms are observed, get medical advice. Never give anything by mouth to an unconscious
person or a person with cramps. In case of allergic symptoms, especially in the breathing area, seek medical advice
immediately. If unconscious place in recovery position and seek medical advice.

Following inhalation

Remove casualty to fresh air and keep warm and at rest. If breathing is irregular or stopped, administer artificial
respiration.
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In case of skin contact

In case of skin reactions, consult a physician. Immediately remove any contaminated clothing, shoes or stockings.
After contact with skin, wash immediately with plenty of water and soap. Do not use force or solvents to remove
product incrustations from affected skin areas. Do not let product dry on skin.

After eye contact

After contact with the eyes, rinse with water with the eyelids open for a sufficient length of time, then consult an
ophthalmologist immediately.

After ingestion

If accidentally swallowed rinse the mouth with plenty of water {(only if the person is conscious) and obtain
immediate medical attention. Do NOT induce vomiting. Keep at rest.

Self-protection of the first aider
First aider: Pay attention to self-protection!

42 Most important symptoms and effects, both acute and delayed
Effects

After eye contact
Causes serious eye damage.

In case of skin contact
Irritating to skin.

43 Indication of any immediate medical attention and special treatment needed
None

SECTION 5: Firefighting measures

51 Extinguishing media
Suitable extinguishing media
alcohol resistant foam Carbon dioxide (CO2) Extinguishing powder Water mist
Unsuitable extinguishing media
Extinguishing media which must not be used for safety reasons Water spray jet
5.2 Special hazards arising from the substance or mixture
Burning produces heavy smoke. Use suitable breathing apparatus.
Hazardous combustion products
Carbon monoxide
5.3 Advice for firefighters

Use water spray jet to protect personnel and to cool endangered containers. Collect contaminated fire extinguishing
water separately. Do not allow entering drains or surface water.

Special protective equipment for firefighters
Wear a self-contained breathing apparatus and chemical protective clothing.

54 Additional information
Collect contaminated fire extinguishing water separately. Do not allow entering drains or surface water.

SECTION 6: Accidental release measures

6.1 Personal precautions, protective equipment and emergency procedures

For non-emergency personnel

Do not breathe gas/fumes/vapour/spray. Remove all sources of ignition. Provide adequate ventilation. Remove
persons to safety. Use personal protection equipment. See protective measures under point 7 and 8.

For emergency responders

Do not breathe gas/fumes/vapour/spray. Use personal protection equipment. See protective measures under point
7 and 8.
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6.2 Environmental precautions

Do not allow to enter into surface water or drains. In case of gas escape or of entry into waterways, soil or drains,
inform the responsible authorities. Ensure waste is collected and contained.

6.3 Methods and material for containment and cleaning up

For containment
Ensure waste is collected and contained. Absorb with liquid-binding material {e.g. sand, diatomaceous earth, acid-
or universal binding agents). Treat the recovered material as prescribed in the section on waste disposal.

For cleaning up
Clean contaminated articles and floor according to the environmental legislation. Clean with detergents. Avoid
solvent cleaners. Treat the recovered material as prescribed in the section on waste disposal.

6.4 Reference to other sections
None

SECTION 7: Handling and storage

71 Precautions for safe handling
Protective measures
Itis recommended to design all work processes always so that the following is excluded: Inhalation of vapours or
spray/mists Skin contact Eye contact Do not breathe gas/fumes/vapour/spray. When using do not eat, drink,
smoke, sniff. Wear personal protection equipment (refer to section 8). Never use pressure to empty container. Use
only in well-ventilated areas.
Measures to prevent fire
Keep away from sources of ignition - No smoking. Take precautionary measures against static discharges. Vapours
are heavier than air, spread along floors and form explosive mixtures with air.
Environmental precautions
Do not allow to enter into surface water or drains.
7.2 Conditions for safe storage, including any incompatibilities

Requirements for storage rooms and vessels
Only use containers specifically approved for the substance/product. Keep/Store only in original container. Keep
container tightly closed.

Hints on joint storage
Keep away from: Oxidizing agent alkali Acid
Further information on storage conditions

Keep only in the original container in a cool, well-ventilated place. Store in a place accessible by authorized
persons only. Handle and open container with care.

7.3 Specific end use(s)
Observe instructions for use. The regulations of the national employment safety and employment protection
commission about the handling for polyurethane/epoxy have to be observed.

SECTION 8: Exposure controls/personal protection

81 Control parameters
None
8.2 Exposure controls
Personal protection equipment
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Suitable eye protection
Eye glasses with side protection

Skin protection
Hand protection
The quality of the protective gloves resistant to chemicals must be chosen as a function of the specific working
place concentration and quantity of hazardous substances. Wear cotton undermitten if possible.
Suitable gloves type : Disposable gloves.
Suitable material : NBR (Nitrile rubber)
Required properties : liquid-tight.
Breakthrough time (maximum wearing time) : > 60 minutes
Thickness of the glove material : > 0.5 mm
Recommended glove articles : EN 374
Additional hand protection measures : Do not wear gloves near rotary machines and tools. Check leak
tightness/impermeability prior to use. Wear cotton undermitten if possible. Use gloves only once. Take recovery
periods for skin regeneration.
Remark : For special purposes, it is recommended to check the resistance to chemicals of the protective gloves
mentioned above together with the supplier of these gloves. The quality of the protective gloves resistant to
chemicals must be chosen as a function of the specific working place concentration and quantity of hazardous
substances. Observe the wear time limits as specified by the manufacturer. Breakthrough times and swelling
properties of the material must be taken into consideration. In the case of wanting to use the gloves again, clean
them before taking off and air them well. When handling with chemical substances, protective gloves must be
worn with the CE-label including the four control digits. Barrier creams are not substitutes for body protection.
Body protection
Remark : Body protection: not required.
Respiratory protection
exceeding exposure limit values
If technical exhaust or ventilation measures are not possible or insufficient, respiratory protection must be worn.
Suitable respiratory protection apparatus
Combination filtering device (EN 14387) Filtering device (DIN EN 147) Full-/half-/quarter-face masks (DIN EN
136/140) Filtering Half-face mask (DIN EN 149) Particle filter device (DIN EN 143).
Filtering device (full mask or mouthpiece) with filter: A P
Additional measures for respiratory protection
Filter types: A, B, E, K. Class 1: Maximum permitted contaminant concentration in inhaled air = 1000 mL/m3 (0.1
% by vol); class 2: maximum permitted contaminant concentration in inhaled air = 5000 mL/m?* (0.5 % by vol.);
class 3: maximum permitted contaminant concentration in inhaled air = 10000 mL/m?* (1.0 % by vol) Half-face
mask or quarter facepiece: maximum use concentration for substances with exposure limits: P1 filter: up to a
max. of 4 times the exposure limit. P2 filter: up to a max. of 10 times the exposure limit. P3 filter: up to a max. of
30 times the expo. Full-face mask or mouthpiece with particulate filter: maximum use concentration for
substances with exposure limits: P1 filter: up to a max. of 4 times the exposure limit. P2 filter: up to a max. of 15
times the exposure limit. P3 filter: up to a max. of
Remark
The filter class must be suitable for the maximum contaminant concentration {(gas/vapour/aerosol/particulates)
that may arise when handling the product. If the concentration is exceeded, self-contained breathing apparatus
must be used.
General information
When using do not eat, drink, smoke, sniff. Avoid contact with skin, eyes and clothes. Wash hands before breaks
and after work. Immediately remove any contaminated clothing, shoes or stockings.
Other protection measures

Product related measures to prevent exposure
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Further information: see technical data sheet.
Instructional measures to prevent exposure
Further information: see technical data sheet.
Organisational measures to prevent exposure
Further information: see technical data sheet.
Technical measures to prevent exposure
Technical measures and the application of suitable work processes have priority over personal protection

equipment. See section 7. No additional measures necessary.

Environmental exposure controls

Do not allow to enter into surface water or drains.

SECTION 9: Physical and chemical properties

91

Appearance : Liquid
Odour : soapy
Appearance

Colour : clear

Safety characteristics
Melting point/freezing point :
!nitial boiling point and boiling range (1013 hPa)

Decomposition temperature :

Flash point :

Auto-ignition temperature :

Evaporation rate :

Flammable gases :

Flammable solids :

Oxidising properties.

Lower explosion limit :

Upper explosion limit :

Explosive properties :

Vapour pressure :

Relative vapour density :

Relative density :

Water solubility :

Partition coefficient n-octanol/water

(50°C)

(20°C)
(20°C)

pH:

Viscosity :
Cinematic viscosity :
Odour threshold :

(20°C)
(40°C)

9.2 Other information

None

SECTION 10: Stability and reactivity

10.1 Reactivity

No information available.
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Information on basic physical and chemical properties

No data available
No data available

No data available
No data available
No data available
No data available
Not applicable.
Not applicable.
No data available.
No data available
No data available
No data available.
1000

No data available
1,04

practically insoluble

DIN 53213-1

hPa

g/cm? DIN 53217

No data available

11,5

not applicable
No data available
No data available
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